GENERAL NOTES

The Contractor shall submit to the Engineer a description of location, elevation, and coordinates for each permanent
survey marker. The horizontal coordinates must be derived by GPS and the elevation derived using an electronic level.
The meta data, such as the Geoid used, (NGS adjustment ie: 97 HARN, 03, 07}, and the base point(s) name or number
shall be submitted along with a complete collection log. If collected using RTK method, it will reguire either 3 colfections
(averaged) from 2 different bases, or a minimum of 3 collections (averaged), at least 2 hours apart, from the same base.
if using @ CORS type network, the collection procedure shall include localizing with check shots on at least 2 different
HARN monuments both before and after collection. The level circuit shall be run from furnished mark to furnished mark
and then adjusted. The error of closure shail be submitted with the electronic level notes in.a recognized format
approved by the Engineer and/or the Chief of Surveys. The Engineer shall submit this information to the District Chief of
Surveys.

The temporary concrete barrier shall be anchored to the pavement with 6 anchors per section at the following locations:

Stage 1~ US Route 6 - Sta, 382+60 to Sta. 384+10
Stage 2 — US Route 6 — Sta. 381+00 to Sta. 386+75

Tree planting layout shall be performed by the District Landscape Architect. Muich shall be placed 4” thick and fo the
diameter around the tree as shown on District Standard 92.1. The muich shall be hardwood wood chips placeci on
weed barrier fabric. This work shaH be included in the cost of the tree.

All gutter cutlets shall be extended to ditch fiow as directed by the Engsneer

Right-of-way markers will be erecte'd per Highway Standard 666001 with the back face of the marker on the right-of-way
line unless the new right-of-way line has been surveyed and pinned, in which instance the right-of-way markers will be
erected 12 inches inside the new right-of-way iine. Method of installation shall be approved by the Engineer,

The Contractor shall be responsible for protecting utility property during construction operations as outlined in Article
107.31 of the Standard Specifications. - A minimum of 48 hours advance notice is required for non-emergency work.
The JULIE number is 800-892-0123. The following listed utilities located within the project limits or tmmedlately
adjacent to the project construction limits are members of JULIE:

AT&T (309/757-4707)

o MidAmerican Energnylectnc {308/793- 3833)
MidAmerican Energy/Gas (309/783-3707)

City of Mo!tnelMscbael Waldron. (309f?9‘7-0716)

IDOT is not a member of JULIE. If you are near any overhead ttghtmg, intersection lighting or traffic Signais, contact the
1DOT Traffic Office at 815/284-5469 at least 48 hours prior to work.

The applicable portions of Article 105.07 of the Standard Specification shall apply except for the following: The
Contractor shall be responsible to locate the vertical depths of the underground utilities which may interfere with
construction operations. This work will not be measured or paid for separately, but shall be considered as included in
the unit bid price for the item of construction involved.

Per SB 699 (90 day utility relocation law), once right-of-way is clear {o award the project, a notice will be sent to the
utility companies instructing them {o have their facilities relocated within 90 days. Estimated date relocation complete =
Award Date + 100 days.

CADD data will be available to Contractors and Consultants working on this project. This information will be provided
upon request as MicroStation CADD files and Geopak coordinate geometry files ONLY. If data is required in other
formats it will be your responsibility to make these conversions. If any discrepancy or inconsistency arises between the
electronic data and the information on the hard copy, the information on the hard copy should be used. Contact the
District's Project Engineer to request these files.

It shall ke the Contractor's responsibility to contact the municipality fo determine approved methods of utility structure
adjustment. Utility structures may include, but are not limited to, manholes, water valves, handholes, etc. All materials
and work necessary to complete adjustments per municipality requirements shall be considered inciuded in the cost of
the associated adjustment pay item.

Temporary Impact Attenuators will be measured as each for each attenuator supplied on the job as specified in the
plans, and shall include the cost of renting/owning the attenuator for the time required on the job plus hauling to and
from the project site, as well as one placement and removal from the roadway. This shall be paid for at the contract unit
price per Each for IMPACT ATTENUATORS, TEMPORARY of the type specified.

Relocate Temporary Impact Attenuators will be paid for as Each and will be paid for each time the aftenuator is required
by staging to be picked up and moved to a different location on the project, whether it is to another iocation on the
roadway or to a storagefstaging location for the project. This shall be paid for at the contract unit price per Each for
IMPACT ATTENUATORS, RELOCATE of the type specified.

This work shall be done in accordance with Section 704 of the Standard Specifications. Temporary Concrete Barrier
will be measured in feet along the centerline of the barrier and shall include the cost of rentingfowning the barrier for the
time required on the job plus hauling to and from the project site, as well as one placement and removal from the
roadway in accordance with Section 704 of the Standard Specification. This shall be paid for at the contract unit price
per Foot for TEMPORARY CONCRETE BARRIER. _

Relocate Temporary Concrete Barrier will be paid for in Feet along the centerline of the barrier, and will be paid for each
time the barrier is required by staging to be picked up and moved to a different location on the project, whether it is to
ancther location on the roadway or to a storage/staging location for the project. This shall be paid for at the confract
unit price per Foot for RELOCATE TEMPORARY CONCRETE BARRIER.

Contract 64J44 includes pay items “Furnishing Structural Steel” and “Storage of Structural Steel”.

All “Aggrégate Subgrade Improvement” (Section 303), shall be completed in accordance with Articles 311 04,
311.05, 311.05(a), 311.08 and 311.07. All aggregate subgrade thacknesses less than 12 inches shall be
constructed of aggregate of CA02 gradatron :

The Contractor shall clean out all AR cuiverts and stream flows to the right-o f—way ines on the entire section. The cost
shalt be included in the contract unit price for BOX CULVERT TO BE CLEANED.

Rural minimum island area = 100 feet?
Urban island area = usually 75 feet® but not less than 50 feet®
{Island area includes the concrete median surface and the curb.)

Commitments

» The contractor must provide access at all times to properties during construction.
» The Contractor must provide the County, Viilage and Niabi Zoo one week. (? days) notification of any traffic
"~ control changes.

» The Contractor must proceed with caution in areas with water main, samtary sewer and casings. The
contractor must determine elevations and the Village must witness thns work and confirm that protective
measures are approptiate and adequate.

+ The rose bushes and landscaping items located on Barbara Beauvens property located on Niabi Zoo Road
{enfrance, Rt Sta. 18+08), shail not be disturbed.

+ The Contractor must contact Niabi Zoo prior to disturbing the sign located at Sta. 10+68
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